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LABELS

Our products come from different European countries. 
We pay attention to sustainable forest management and 
procure FSC- or PEFC-certified wood whenever possible. 
Please discuss your requirements with your sales 
consultant.

RENEWABLE NATURAL PRODUCT

WOOD SPECIES: SPRUCE, PINE, BEECH, OAK, ASH

CONTINUOUS LAMELLAS, FINGER-JOINTED LAMELLAS

BEVELLED EDGES, ROUNDED EDGES

SINGLE LAYER, THREE LAYERS

UNTREATED, OILED

SHRINK WRAPPED WITH COLOUR INLAY / UNPACKED WITH BAR CODE TAG

Solid wood is trendy. If everyone is talking about 
reducing CO2 emissions, we need more sustainable 
products. Solid wood has an excellent CO2 footprint. 

Wood in its differents facets offers your customer all possibi-
lities for his project. PRODUX concepts & services AG offers 

you a well-rounded and DIY-tested solid wood panel range. 
All products can be individually packed with a private inlay. 
Special dimensions and treatments – e.g. with oil-finished 
surfaces – are possible.
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PX SOLID PRO EDITION

The DIY store range is not enough for you and you want 
more? You can find more options for 3-layer and 5-layer 
solid wood panels in our PXSOLID solid wood 
panels - PRO Edition brochure.



European forests offer a variety of wood species that are 
characterized by their aesthetic and functional proper-

ties. Each type of wood has its own specific properties such 
as hardness, durability and color. The use of European wood 
species is diverse and ranges from the manufacture of furni-
ture to the construction of buildings.  
 
European wood species are a sustainable and environmentally 
friendly choice. Wood is a renewable resource that, unlike 
other building materials such as concrete or steel, requires 
less energy to produce. The use of European wood species 
helps to reduce the carbon footprint as trees absorb and store 
CO2 from the atmosphere as they grow. In contrast, other 
building materials such as concrete and steel emit significant 
amounts of CO2 during their production. 
 

Using European wood species is also an excellent way to pre-
serve biodiversity and protect forests. European forests are 
home to a wide variety of animal and plant species and play 
an important role in regulating the climate. 
 
However, the sustainability of wood products also depends 
on how the wood is harvested. It is important that the wood 
comes from sustainably managed forests that are protected 
through responsible forestry. For this reason, our solid wood 
panels are PEFC or FSC certified.

THE DIVERSITY OF EUROPEAN WOOD SPECIES 



SOLID™

PX SOLID – SOLID WOOD PANELS PX SOLID – SOLID WOOD PANELS

PX SOLID DIY EDGE GLUED PANELS CONCEPT  
EVERYTHING IN ONE PLACE, EVERYTHING COMPATIBLE

Module 3: Beech Module 4: OakModule 1: Rustic pine Module 2: Spruce single and triple layer

Large format panels 
2500 ×  1200 mm in 
same quality

Entry-level product, Entry-level product, 
unpackedunpacked

Dimensionally stable
3-layer spruce board

PX SOLID inlay with  
colour coding system

Oak worktops 
27 and 40 mm thickness



PX SOLID – SOLID WOOD PANELS

TECHNICAL FEATURES  
PX SOLID – SOLID WOOD PANELS

Continuous lamellas Finger-jointed lamellas

ADHESIVES

EN 204 describes the classification system for 

thermoplastic wood adhesives for non-struc-

tural applications. The stress groups classify 

the glues according to their tensile shear 

strength values and their behaviour under the 

influence of moisture and water:

– D3 Suitable for indoor use with frequent 

brief exposure to water or high humidity. 

Suitable for outdoor use without direct 

exposure to water.

– D4 Suitable for indoor use with frequent 

and prolonged exposure to draining water 

or condensation. Outdoor and weather ex-

posed with appropriate surface protection.

SURFACE TREATMENT

PX SOLID – SOLID WOOD PANELS are usually untreated.  The 

additional oiling enhances the colors and emphasizes the natural 

character of the wood. This treatment has primarily a protective 

function. However, as is common with oiled wood products, this 

surface treatment is not permanent and must be repeated as need-

ed. Treatment with oil allows the wood to “breathe” instead of cov-

ering it with a diffusion-proof layer. Oiled surfaces are silky matt, 

hard-wearing and breathable – for a healthy living climate and 

direct skin contact with the wood in accordance with DIN 53160.

1-layer spruce untreated1-layer spruce oil-finished

LAMELLAS

PX SOLID – SOLID WOOD PANELS are avail-

able with finger-jointed and/or continuous 

lamellas. The finger-jointed connection is a 

method of longitudinal connection of two 

solid wood components. This Wood species 

connection is used to produce very long 

wooden components or to cut out unattrac-

tive knots and strength-reducing cracks. 

PX SOLID – SOLID WOOD PANELS

Bevelled edge Rounded edge

PANEL 

COMPOSITION 

PX SOLID – SOLID 

WOOD PANELS are 

available as 1-layer 

boards and/or multi-

layer boards for each 

Wood species. The 

3-layer panels consist 

of three layers of solid 

wood glued crosswise 

to each other. A barrier 

effect is achieved and 

the individual layers 

work against each oth-

er, so the final product 

is dimensionally stable.

EDGES

PX SOLID – SOLID WOOD PANELS are usually 

sharp-edged, but can be manufactured with  

bevelled or rounded edges. For example, work-

tops and table tops are more customer-friendly 

with machined edges.

1-layer spruce

3-layer spruce



S 12

S 18

S 24

A 12

A 18

A 24

R 6

R 10

R 12

R 8

Q 6

Q 10

Q 12

Q 8

K 6

2400 mm

S 24

60
0 

m
m

R 12

1200 mm

R 10

1000 mm

R 8

800 mm

R 6

600 mm

S 18

60
0 

m
m

1800 mm

S 12

60
0 

m
m

1200 mm

K 6

1050 mm

600 mm

60
0 

m
m

A 12

60
0 

m
m

1200 mm

R100 mm

A 18

60
0 

m
m

1800 mm

R100 mm

A 24

2400 mm

60
0 

m
m

R100 mm

Q 12

1200 mm

R200 mm

Q 10

1000 mm

R170 mm

Q 8

800 mm

R130 mm

Q 6

600 mm

R100 mm

PAGE 10 PAGE 11

PX SOLID – SOLID WOOD PANELS PX SOLID – SOLID WOOD PANELS

CURVED SHAPE WORKTOPS  
PX SOLID – SOLID WOOD PANELS

ROUND OR HALF ROUND WORKTOPS 

OR WITH ROUND CORNERS?

Here you can see a selection of possible 

shapes and dimensions, as an example  

Oak B/C, finger-jointed. Do not hesitate to  

have your own tailor-made shape produced  

by us. All boards are finished on the edges 

with a 3 mm radius. Softwood boards are 

untreated. Hardwood boards can be  

produced with oil-finished surfaces.

FORM K – CORNER WORKTOP (CAN BE COMBINED WITH FORM A OR S)

FORM R – ROUND TABLETOPS

FORM Q – SQUARE TABLETOPS WITH ROUND CORNERS

FORM A – WORKTOPS WITH ROUND CORNERS

FORM S – SNACK WORKTOPS HALF ROUND
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PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Durchgehende Lamellen, 
technisch getrocknet,
Oberflächen geschliff en. 
Holzherkunft : Rumänien.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles continues, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Roumanie.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli contuniati, asciugato 
artifi cialmente, superfi cie 
levigata. Provenienza legno: 
Romania.

Distribution by 
PRODUX concepts & services AG, 
Switzerland, www.produx.ch

1200 x 400 x 18 mm

 1200 x 400 x 18 mm
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OVERVIEW

– Wood species: Pine

– Wood origin: Germany/Ukraine

– Label: 100 % PEFC or FSC

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER PINE

SOLID WOOD PANELS
1-LAYER PINE

– Lamella width: 40 – 60 mm, continuous

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER PINE

PI
N

E

PINE B/C

– natural rustic appearance– natural rustic appearance
– continuous solid wood lamellas– continuous solid wood lamellas
– suitable as all-purpose board for do-it-yourselfer– suitable as all-purpose board for do-it-yourselfer
– open radial resin pockets max. 30mm allowed– open radial resin pockets max. 30mm allowed
– patched resin pockets max. 30mm allowed– patched resin pockets max. 30mm allowed
– sound knots diameters 35–50mm allowed– sound knots diameters 35–50mm allowed
– sound spike knots allowed– sound spike knots allowed
– repaired unsound knots allowed– repaired unsound knots allowed
– blue stain allowed in few cases– blue stain allowed in few cases

– natural rustic wood appearance– natural rustic wood appearance
– continuous or finger jointed solid wood lamellas– continuous or finger jointed solid wood lamellas
– suitable as entry-level product– suitable as entry-level product
– all wood defects and discolorations are allowed– all wood defects and discolorations are allowed
– unsound knots allowed– unsound knots allowed

PINE C/C



PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Durchgehende Lamellen, 
technisch getrocknet,
Oberflächen geschliff en. 
Holzherkunft : Rumänien.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles continues, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Roumanie.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli contuniati, asciugato 
artifi cialmente, superfi cie 
levigata. Provenienza legno: 
Romania.

1200 x 400 x 18 mm

Fichte 
Epicéa
Abete Rosso

SO
LI

D
™

Distribution by 
PRODUX concepts & services AG, 
Switzerland, www.produx.ch
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 1200 x 400 x 18 mm
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OVERVIEW

– Wood type: Spruce

– Wood origin: Germany

– Label: 100 % PEFC

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER SPRUCE

SOLID WOOD PANELS
1-LAYER SPRUCE

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER SPRUCE

SPRUCE B/C

SP
RU

C
E

Information without guarantee, errors and technical changes reserved

– natural rustic wood appearance– natural rustic wood appearance
– continuous solid wood lamellas– continuous solid wood lamellas
– suitable as all-purpose panels for the do-it-yourselfer– suitable as all-purpose panels for the do-it-yourselfer
– open radial resin pockets max. 30 mm allowed– open radial resin pockets max. 30 mm allowed
– patched resin pockets max. 30 mm allowed– patched resin pockets max. 30 mm allowed
– sound knot diameters 35 – 50 mm allowed– sound knot diameters 35 – 50 mm allowed
– sound spike knots allowed– sound spike knots allowed
– repaired unsound knots allowed– repaired unsound knots allowed

– Lamella width: 40 – 100 mm, continuous

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

SPRUCE A/B

– calm and appealing natural wood appearance– calm and appealing natural wood appearance
– continuous solid wood lamellas– continuous solid wood lamellas
– suitable as furniture panels in appearance application– suitable as furniture panels in appearance application
– open radial resin pockets max. 30 mm allowed– open radial resin pockets max. 30 mm allowed
– patched resin pockets max. 30 mm allowed– patched resin pockets max. 30 mm allowed
– sound knots diameters max. 25 mm allowed– sound knots diameters max. 25 mm allowed



PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Durchgehende Lamellen, 
technisch getrocknet,
Oberflächen geschliff en. 
Holzherkunft : Deutschland/
Skandinavien.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles continues, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Allemagne/
Scandinavie.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli contuniati, asciugato 
artifi cialmente, superfi cie levigata. 
Provenienza legno: Germania/
Scandinavia.

3-Schicht
3-plis
3-strati

Fichte 
Epicéa
Abete Rosso

SO
LI

D
™
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1200 x 400 x 18 mm

 1200 x 400 x 18 mm
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OVERVIEW

– Wood type: Spruce

– Wood origin: Germany/Scandinavia 

– Label: 100 % PEFC

– Composition: 3 layers

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD PANELS 3-LAYER SPRUCE

SOLID WOOD PANELS
3-LAYER SPRUCE

– Lamella width: 90 – 120 mm, continuous

– Gluing: D4

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

Moisture  resistant

PX SOLID – SOLID WOOD PANELS 3-LAYER SPRUCE

SP
RU

C
E

SPRUCE B/C

– natural rustic wood appearance– natural rustic wood appearance
– continuous solid wood lamellas– continuous solid wood lamellas
– suitable as a stable construction panel for indoor and  – suitable as a stable construction panel for indoor and  

outdoor applications in weather protected areasoutdoor applications in weather protected areas
– open radial resin pockets max. 30 mm allowed– open radial resin pockets max. 30 mm allowed
– patched resin pockets max. 30 mm allowed– patched resin pockets max. 30 mm allowed
– sound knots diameters 35 – 50 mm allowed– sound knots diameters 35 – 50 mm allowed
– sound spike knots allowed– sound spike knots allowed
– repaired unsound knots allowed– repaired unsound knots allowed

Dimensionally stable

NOTE

Unlike solid wood panels, 3-layer panels are cut from industrial

panel formats. For this reason, there are fewer options for format

selection. The possible formats can be seen on page 42.

SOLID WOOD FINISHING PANEL

3-layer solid wood panel made of spruce with 4-sided tongue-

and-groove joint for interior fittings and use in structural timber 

construction. It offers the best conditions for high-quality and easy 

further processing and meets all visual and technical requirements.

Format DIY: 1250 × 625 × 19 mm

Format PRO: 2500 × 625 × 19 mm 
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®® 100 %
Holz aus verantwortungsvollen Quellen

Bois issu de sources responsables
Legno da fonti gestite in maniera responsabile

FSC®
www.fsc.org  C017285
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3-Schicht
3-plis
3-strati

Distribution by 
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Switzerland, www.produx.ch

Douglasie 
Douglas
Douglasia

PREMIUM-QUALITÄT,
3-SCHICHTPLATTE MASSIV
Durchgehende Lamellen, 
wasserfeste Verklebung, 
Oberflächen geschliff en. 
Holzherkunft : Österreich.

BOIS HAUT DE GAMME,
PANNEAU 3-PLIS MASSIF
Lamelles continues, collage 
résistant à l'eau, surfaces 
poncées. 
Origine du bois : Autriche.

LEGNO PRIMA SCELTA, 
PANNELLO A 3-STRATI MASSICCIO
Doghe continue, incollaggio 
impermeabile, superfi ci levigate.
Origine del legno: Austria.

D
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A

1200 × 400 × 18 mm

1200 × 400 × 18 mm
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OVERVIEW

– Wood type: Douglas fir

– Wood origin: Germany/Austria 

– Label: 100 % PEFC

– Composition: 3 layers

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD PANELS 3-LAYER DOUGLAS FIR

SOLID WOOD PANELS
3-LAYER DOUGLAS FIR

– Lamella width: 90 – 120 mm, continuous

– Gluing: D4

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

Moisture  resistant

PX SOLID – SOLID WOOD PANELS 3-LAYER DOUGLAS FIR

D
O

U
G
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S 

FI
R

DOUGLAS FIR B/C

– natural rustic wood appearance– natural rustic wood appearance
– continuous solid wood lamellas– continuous solid wood lamellas
– suitable as a stable construction panel for indoor and  – suitable as a stable construction panel for indoor and  

outdoor applications in weather protected areasoutdoor applications in weather protected areas
– open radial resin pockets max. 30 mm allowed– open radial resin pockets max. 30 mm allowed
– patched resin pockets max. 30 mm allowed– patched resin pockets max. 30 mm allowed
– sound knots diameters 35 – 50 mm allowed– sound knots diameters 35 – 50 mm allowed
– sound spike knots allowed– sound spike knots allowed
– repaired unsound knots allowed– repaired unsound knots allowed

Dimensionally stable

NOTE

Unlike solid wood panels, 3-layer panels are cut from industrial 

panel formats. For this reason, there are fewer options for format 

selection. The possible formats can be seen on page 42.
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Legno da fonti gestite in maniera responsabile
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PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Keilverzinkte Lamellen, 
technisch getrocknet, 
Oberflächen geschliff en. 
Holzherkunft : Bosnien-
Herzegowina.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles aboutées, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Bosnie-
Herzégovine.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli con giunture a spina, 
asciugato artifi cialmente, 
superfi cie levigata. Provenienza 
legno: Bosnia Erzegovina.

PAGE 20 PAGE 21
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OVERVIEW

– Wood species: Beech

– Wood origin: Ukraine/Bosnia and Herzegovina

– Label: 100 % FSC

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER BEECH

SOLID WOOD PANELS
1-LAYER BEECH

– Lamella width: 40 – 60 mm, fingerjointed

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER BEECH

BE
EC

H

BEECH B/C

– appealing natural wood appearance– appealing natural wood appearance
– finger-jointed solid wood lamellas– finger-jointed solid wood lamellas
– suitable for strong hardwood worktops– suitable for strong hardwood worktops
– color variation and brown heart allowed– color variation and brown heart allowed
– sound knot diameters max. 25 mm allowed– sound knot diameters max. 25 mm allowed

POSSIBILITIES

– Continuous lamellas

– Rounded or bevelled edges

– Surface oiled

– Table and worktop range
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PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Keilverzinkte Lamellen, 
technisch getrocknet, 
Oberflächen geschliff en. 
Holzherkunft : Bosnien-
Herzegowina.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles aboutées, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Bosnie-
Herzégovine.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli con giunture a spina, 
asciugato artifi cialmente, 
superfi cie levigata. Provenienza 
legno: Bosnia Erzegovina.
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OVERVIEW

– Wood species: Beech

– Wood origin: Bosnia and Herzegovina

– Label: 100 % FSC

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER BEECH

SOLID WOOD PANELS
1-LAYER BEECH EXCLUSIVE

– Lamella width: 40 – 120 mm, continuous

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER BEECH

BE
EC

H

BEECH A/B

– appealing natural wood appearance– appealing natural wood appearance
– continuous solid wood lamellas– continuous solid wood lamellas
– suitable for strong hardwood worktops– suitable for strong hardwood worktops
– little color variation, free of brown spots– little color variation, free of brown spots
– knot-free quality– knot-free quality

POSSIBILITIES

– Continuous lamellas

– Rounded or bevelled edges

– Surface oiled

– Table and worktop range

Continuous  lamellas
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Thermo-Buche
hêtre thermo
faggio thermo
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OPREMIUM-QUALITÄT,

LEIMHOLZPLATTE MASSIV
Keilverzinkte Lamellen, 
thermisch modifi ziert, 
Oberflächen geschliff en. 
Holzherkunft : Bosnien-
Herzegowina.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles aboutées, thermo-traité, 
surfaces poncées. Provenance de 
bois: Bosnie-Herzégovine.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli con giunture a spina, 
thermotrattata, superfi cie 
levigata. Provenienza legno: 
Bosnia Erzegovina.
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OVERVIEW

– Wood species: Beech

– Wood origin: Bosnia and Herzegovina

– Label: 100 % FSC

– Composition: 1 layer

– Wood moisture: 6 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER THERMO BEECH

SOLID WOOD PANELS
1-LAYER THERMO BEECH

– Lamella width: 40 – 60 mm, fingerjointed

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

POSSIBILITIES

– Edges rounded or bevelled 

– Oil-finished surfaces

– Table and worktop range

Information without guarantee, errors and technical changes reserved

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER THERMO BEECH

TH
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O
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C
H

THERMO BEECH B/C

Thermowood

Tropical wood alternative

– thermally modified– thermally modified
– appealing natural wood appearance– appealing natural wood appearance
– finger-jointed solid wood lamellas– finger-jointed solid wood lamellas
– suitable for strong hardwood worktops– suitable for strong hardwood worktops
– color variation and brown heart allowed– color variation and brown heart allowed
– sound knots diameters max. 25 mm allowed– sound knots diameters max. 25 mm allowed
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Birke 
Bouleau
Betulla

PREMIUM-QUALITÄT, 
LEIMHOLZPLATTE MASSIV

Keilverzinkte Lamellen, 
Oberflächen geschliffen. 
Holzherkunft: Bosnien-
Herzegowina.

BOIS HAUT DE GAMME, 
PANNEAU LAMELLÉ-COLLÉ MASSIF

Lamelles aboutées, surfaces 
poncées. Provenance de bois: 
Bosnie-Herzégovine.

LEGNO PRIMA SCELTA,  
PANNELLO LAMELLARE MASSICCIO

Lamelli con giunture a spina, 
superficie levigata. Provenienza 
legno: Bosnia Erzegovina.
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1200 x 400 x 18 mm

([6p3p6s-edfdbg]

([6p3p6s-edfdbg]
 1200 x 400 x 18 mm

SampleSample

Sample Sample
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OVERVIEW

– Wood species: Birch

– Wood origin: Estonia

– Label: FSC mix credit

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER BIRCH

SOLID WOOD PANELS
1-LAYER BIRCH

– Lamella width: 40 – 60 mm, fingerjointed

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

POSSIBILITIES

– Edges rounded or bevelled

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER BIRCH

BI
RC

H

BIRCH A/B

– appealing natural wood appearance– appealing natural wood appearance
– finger-jointed solid wood lamellas– finger-jointed solid wood lamellas
– suitable as furniture board for the do-it-yourselfer– suitable as furniture board for the do-it-yourselfer
– only sound knots allowed– only sound knots allowed
– sapwood allowed– sapwood allowed
– color differences between lamellas allowed– color differences between lamellas allowed
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1200 x 400 x 18 mm
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([6p3p6s-edfdbg]
 1200 x 400 x 18 mm

SampleSample

Sample Sample

PREMIUM-QUALITÄT, 
LEIMHOLZPLATTE MASSIV

Keilverzinkte Lamellen, 
Oberflächen geschliffen. 
Holzherkunft: Bosnien-
Herzegowina.

BOIS HAUT DE GAMME, 
PANNEAU LAMELLÉ-COLLÉ MASSIF

Lamelles aboutées, surfaces 
poncées. Provenance de bois: 
Bosnie-Herzégovine.

LEGNO PRIMA SCELTA,  
PANNELLO LAMELLARE MASSICCIO

Lamelli con giunture a spina, 
superficie levigata. Provenienza 
legno: Bosnia Erzegovina.

PAGE 28 PAGE 29
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OVERVIEW

– Wood species: Black alder

– Wood origin: Estonia

– Label: FSC mix credit

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER ALDER

SOLID WOOD PANELS
1-LAYER BLACK ALDER

– Lamella width: 40 – 60 mm, fingerjointed

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

POSSIBILITIES

– Edges rounded or bevelled

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER ALDER

AL
D

ER

ALDER B/C

– appealing natural wood appearance– appealing natural wood appearance
– finger-jointed solid wood lamellas– finger-jointed solid wood lamellas
– suitable as furniture board for the do-it-yourselfer– suitable as furniture board for the do-it-yourselfer
– only isolated and firmly grown knots allowed– only isolated and firmly grown knots allowed
– color differences between lamellas allowed– color differences between lamellas allowed
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1200 x 400 x 18 mm

 1200 x 400 x 18 mm

PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Keilverzinkte Lamellen, 
technisch getrocknet, 
Oberflächen geschliff en. 
Holzherkunft : Bosnien-
Herzegowina.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles aboutées, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Bosnie-
Herzégovine.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli con giunture a spina, 
asciugato artifi cialmente, 
superfi cie levigata. Provenienza 
legno: Bosnia Erzegovina.

PAGE 30 PAGE 31
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OVERVIEW

– Wood species: Oak

– Wood origin: Ukraine/Bosnia and Herzegovina

– Label: 100 % FSC

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER OAK

SOLID WOOD PANELS
1-LAYER OAK

– Lamella width: 40 – 60 mm, fingerjointed

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

POSSIBILITIES

– Edges rounded or bevelled

– Oil-finished surfaces

– Table and worktop range

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER OAK

O
AK

OAK B/C

– appealing natural wood appearance– appealing natural wood appearance
– finger-jointed solid wood lamellas– finger-jointed solid wood lamellas
– suitable as furniture board for the do-it-yourselfer– suitable as furniture board for the do-it-yourselfer
– only sound knots allowed– only sound knots allowed
– sapwood allowed– sapwood allowed
– color differences between lamellas allowed– color differences between lamellas allowed
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PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Durchgehende Lamellen, 
technisch getrocknet,
Oberflächen geschliff en. 
Holzherkunft : Bosnien 
Herzegowina.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles continues, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Bosnie-
Herzégovine.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli contuniati, asciugato 
artifi cialmente, superfi cie 
levigata. Provenienza legno: 
Bosnia-Erzegovina. SO

LI
D

™

®® 100 %
Holz aus verantwortungsvollen Quellen

Bois issu de sources responsables
Legno da fonti gestite in maniera responsabile

FSC®
www.fsc.org  C017285

VINTAGE
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1200 x 400 x 18 mm

 1200 x 400 x 18 mm

PAGE 32 PAGE 33

OVERVIEW

– Wood species: Oak

– Wood origin: Ukraine/Bosnia and Herzegovina

– Label: 100 % FSC

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS OAK VINTAGE

SOLID WOOD PANELS
1-LAYER VINTAGE OAK

– Lamella width: 40 – 120 mm, continuous

– Cracks and holes patched with black filler

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

Information without guarantee, errors and technical changes reserved

PX SOLID – SOLID WOOD EDGE GLUED PANELS OAK VINAGE

O
AK

 V
IN

TA
G

E

Continuous  lamellas

– holes and cracks are filled with black putty
– rustic natural wood appearance
– continuous solid wood lamellas
– suitable as furniture panels for the do-it-yourselfer
– repaired knots and cracks allowed without restrictions
– sapwood allowed
– color differences between the lamellas allowed

OAK VINTAGE

POSSIBILITIES

– Edges rounded or bevelled

– Oil-finished surfaces

– Table and worktop range
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1200 x 400 x 18 mm

 1200 x 400 x 18 mm

PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Keilverzinkte Lamellen, 
technisch getrocknet, 
Oberflächen geschliff en. 
Holzherkunft : Rumänien.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles aboutées, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Roumanie.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli con giunture a spina, 
asciugato artifi cialmente, 
superfi cie levigata. Provenienza 
legno: Romania.

PAGE 34 PAGE 35

OVERVIEW

– Wood species: Ash

– Wood origin: Ukraine/Bosnia and Herzegovina

– Label: 100 % FSC

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS ASH

SOLID WOOD PANELS
1-LAYER ASH

– Lamellas width: 40 – 60 mm, finger-jointed

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

POSSIBILITIES

– Edges rounded or bevelled

– Oil-finished surfaces

Information without guarantee, errors and technical changes reserved

PX SOLID – SOLID WOOD EDGE GLUED PANELS ASH

AS
H

ASH B/C

– rustic natural wood appearance
– finger-jointed solid wood lamellas
– suitable as furniture panels for the do-it-yourselfer
– only isolated and sound knots allowed
– brown heart allowed
– color differences between the lamellas allowed

– Table and worktop range

– A/B assortment, one-side without brown heart
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Esche 
Frêne
Frassino
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1200 x 400 x 18 mm

 1200 x 400 x 18 mm

PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Keilverzinkte Lamellen, 
technisch getrocknet, 
Oberflächen geschliff en. 
Holzherkunft : Rumänien.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles aboutées, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Roumanie.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli con giunture a spina, 
asciugato artifi cialmente, 
superfi cie levigata. Provenienza 
legno: Romania.

PAGE 36 PAGE 37

OVERVIEW

– Wood species: Ash

– Wood origin: Ukraine/Bosnia and Herzegovina

– Label: 100 % FSC

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS ASH

SOLID WOOD PANELS
1-LAYER ASH

– Lamellas width: 40 – 60 mm, finger-jointed

– Gluing: D3

– Surface: Sanded 120 grain

– Packaging: Single foil with inlay

POSSIBILITIES

– Edges rounded or bevelled

– Oil-finished surfaces

Information without guarantee, errors and technical changes reserved

PX SOLID – SOLID WOOD EDGE GLUED PANELS ASH

AS
H

ASH A/B WITHOUT BROWN HEARTWOOD

– appealing natural wood appearance
– finger-jointed solid wood lamellas
– suitable as furniture panels for the do-it-yourselfer
– mainly knot-free
– Without brown heart
– color differences between the lamellas allowed

– Table and worktop range

– A/B assortment, one-side without brown heart
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 1200 x 400 x 18 mm

SampleSample

Sample Sample

PREMIUM-QUALITÄT, 
LEIMHOLZPLATTE MASSIV

Keilverzinkte Lamellen,  
technisch getrocknet, 
Oberflächen geschliffen. 
Holzherkunft: Bosnien-
Herzegowina.

BOIS HAUT DE GAMME, 
PANNEAU LAMELLÉ-COLLÉ MASSIF

Lamelles aboutées, séchage 
artificiel, surfaces poncées. 
Provenance de bois: Bosnie-
Herzégovine.

LEGNO PRIMA SCELTA,  
PANNELLO LAMELLARE MASSICCIO

Lamelli con giunture a spina, 
asciugato artificialmente, 
superficie levigata. Provenienza 
legno: Bosnia Erzegovina.

PAGE 38 PAGE 39

OVERVIEW

– Wood species: European Cherry

– Wood origin: Bosnia and Herzegovina

– Label: 100 % FSC

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER CHERRY TREE

SOLID WOOD PANELS
1-LAYER CHERRY TREE

– Lamellas width: 40 – 60 mm, finger-jointed

– Gluing: D3

– Surface: Sanded 150 grain

– Packaging: Single foil with inlay

Information without guarantee, errors and technical changes reserved

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER CHERRY TREE

C
H

ER
RY

CHERRY A/B

– appealing natural wood appearance
– finger-jointed solid wood lamellas
– suitable as furniture panels for the do-it-yourselfer
– color differences between the lamellas allowed

POSSIBILITIES

– Edges rounded or bevelled

– Oil-finished surfaces

– Table and worktop range
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 1200 x 400 x 18 mm

SampleSample

Sample Sample

PREMIUM-QUALITÄT, 
LEIMHOLZPLATTE MASSIV

Keilverzinkte Lamellen,  
technisch getrocknet, 
Oberflächen geschliffen. 
Holzherkunft: Rumänien.

BOIS HAUT DE GAMME, 
PANNEAU LAMELLÉ-COLLÉ MASSIF

Lamelles aboutées, séchage 
artificiel, surfaces poncées. 
Provenance de bois: Roumanie.

LEGNO PRIMA SCELTA,  
PANNELLO LAMELLARE MASSICCIO

Lamelli con giunture a spina, 
asciugato artificialmente, 
superficie levigata. Provenienza 
legno: Romania.

PAGE 40 PAGE 41

OVERVIEW

– Wood species: European walnut & black walnut

– Wood origin: Croatia

– Label: 100 % FSC

– Composition: 1 layer

– Wood moisture: 10 ±2 %

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER WALNUT

SOLID WOOD PANELS
1-LAYER WALNUT

– Lamellas width: 40 – 60 mm, finger-jointed

– Gluing: D3

– Surface: Sanded 150 grain

– Packaging: Single foil with inlay

Information without guarantee, errors and technical changes reserved

PX SOLID – SOLID WOOD EDGE GLUED PANELS 1-LAYER WALNUT

W
AL

N
U

T

WALNUT B/C

– appealing natural wood appearance
– finger-jointed solid wood lamellas
– suitable as furniture panels for the do-it-yourselfer
– color differences between the lamellas allowed



800 × 200/400/600 × 18 mm

1200 × 200/400/600 × 18 mm

2000 × 200/400/600×18 mm
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([6p3p6s-edfdbg]
 1200 x 400 x 18 mm

SampleSample

Sample Sample

PREMIUM-QUALITÄT, 
LEIMHOLZPLATTE MASSIV

Keilverzinkte Lamellen,  
technisch getrocknet, 
Oberflächen geschliffen. 
Holzherkunft: Rumänien.

BOIS HAUT DE GAMME, 
PANNEAU LAMELLÉ-COLLÉ MASSIF

Lamelles aboutées, séchage 
artificiel, surfaces poncées. 
Provenance de bois: Roumanie.

LEGNO PRIMA SCELTA,  
PANNELLO LAMELLARE MASSICCIO

Lamelli con giunture a spina, 
asciugato artificialmente, 
superficie levigata. Provenienza 
legno: Romania.
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Cerisier
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([6p3p6s-edfdbg]
 1200 x 400 x 18 mm

SampleSample

Sample Sample

PREMIUM-QUALITÄT, 
LEIMHOLZPLATTE MASSIV

Keilverzinkte Lamellen,  
technisch getrocknet, 
Oberflächen geschliffen. 
Holzherkunft: Bosnien-
Herzegowina.

BOIS HAUT DE GAMME, 
PANNEAU LAMELLÉ-COLLÉ MASSIF

Lamelles aboutées, séchage 
artificiel, surfaces poncées. 
Provenance de bois: Bosnie-
Herzégovine.

LEGNO PRIMA SCELTA,  
PANNELLO LAMELLARE MASSICCIO

Lamelli con giunture a spina, 
asciugato artificialmente, 
superficie levigata. Provenienza 
legno: Bosnia Erzegovina.
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PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Keilverzinkte Lamellen,
technisch getrocknet,
Oberflächen geschli� en. 
Holzherkun� : Brasilien

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ MASSIF
Lamelles aboutées, 
séchage arti� ciel, 
surfaces poncées. 
Provenance de bois: Brésil

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE MASSICCIO
Lamelli con giunture a spina 
arti� cialmente, 
super� cie levigata. 
Provenienza legno: Brasile

2000 x 400 x 18 mm

 2000 x 400 x 18 mm
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1200 x 400 x 18 mm

 1200 x 400 x 18 mm

PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Keilverzinkte Lamellen, 
technisch getrocknet, 
Oberflächen geschliff en. 
Holzherkunft : Rumänien.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles aboutées, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Roumanie.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli con giunture a spina, 
asciugato artifi cialmente, 
superfi cie levigata. Provenienza 
legno: Romania.
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1200 x 400 x 18 mm
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([6p3p6s-edfdbg]
 1200 x 400 x 18 mm

SampleSample

Sample Sample

PREMIUM-QUALITÄT, 
LEIMHOLZPLATTE MASSIV

Keilverzinkte Lamellen, 
Oberflächen geschliffen. 
Holzherkunft: Bosnien-
Herzegowina.

BOIS HAUT DE GAMME, 
PANNEAU LAMELLÉ-COLLÉ MASSIF

Lamelles aboutées, surfaces 
poncées. Provenance de bois: 
Bosnie-Herzégovine.

LEGNO PRIMA SCELTA,  
PANNELLO LAMELLARE MASSICCIO

Lamelli con giunture a spina, 
superficie levigata. Provenienza 
legno: Bosnia Erzegovina.
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PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Durchgehende Lamellen, 
technisch getrocknet,
Oberflächen geschliff en. 
Holzherkunft : Bosnien 
Herzegowina.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles continues, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Bosnie-
Herzégovine.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli contuniati, asciugato 
artifi cialmente, superfi cie 
levigata. Provenienza legno: 
Bosnia-Erzegovina. SO

LI
D

™

®® 100 %
Holz aus verantwortungsvollen Quellen

Bois issu de sources responsables
Legno da fonti gestite in maniera responsabile
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Birke 
Bouleau
Betulla

PREMIUM-QUALITÄT, 
LEIMHOLZPLATTE MASSIV

Keilverzinkte Lamellen, 
Oberflächen geschliffen. 
Holzherkunft: Bosnien-
Herzegowina.

BOIS HAUT DE GAMME, 
PANNEAU LAMELLÉ-COLLÉ MASSIF

Lamelles aboutées, surfaces 
poncées. Provenance de bois: 
Bosnie-Herzégovine.

LEGNO PRIMA SCELTA,  
PANNELLO LAMELLARE MASSICCIO

Lamelli con giunture a spina, 
superficie levigata. Provenienza 
legno: Bosnia Erzegovina.
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®® 100 %
Holz aus verantwortungsvollen Quellen

Bois issu de sources responsables
Legno da fonti gestite in maniera responsabile

FSC®
www.fsc.org  C017285
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Buche
Hêtre
Faggio
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PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Durchgehende Lamellen, 
technisch getrocknet,
Oberflächen geschliff en. 
Holzherkunft : Bosnien 
Herzegowina.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles continues, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Bosnie-
Herzégovine.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli contuniati, asciugato 
artifi cialmente, superfi cie 
levigata. Provenienza legno: 
Bosnia-Erzegovina.
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®® 100 %
Holz aus verantwortungsvollen Quellen

Bois issu de sources responsables
Legno da fonti gestite in maniera responsabile

FSC®
www.fsc.org  C017285
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3-Schicht
3-plis
3-strati
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Douglasie 
Douglas
Douglasia

PREMIUM-QUALITÄT,
3-SCHICHTPLATTE MASSIV
Durchgehende Lamellen, 
wasserfeste Verklebung, 
Oberflächen geschliff en. 
Holzherkunft : Österreich.

BOIS HAUT DE GAMME,
PANNEAU 3-PLIS MASSIF
Lamelles continues, collage 
résistant à l'eau, surfaces 
poncées. 
Origine du bois : Autriche.

LEGNO PRIMA SCELTA, 
PANNELLO A 3-STRATI MASSICCIO
Doghe continue, incollaggio 
impermeabile, superfi ci levigate.
Origine del legno: Austria.
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PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Durchgehende Lamellen, 
technisch getrocknet,
Oberflächen geschliff en. 
Holzherkunft : Rumänien.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles continues, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Roumanie.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli contuniati, asciugato 
artifi cialmente, superfi cie 
levigata. Provenienza legno: 
Romania.
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Fichte 
Epicéa
Abete Rosso
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Kiefer
Pin
Pino
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PREMIUM-QUALITÄT,
LEIMHOLZPLATTE MASSIV
Durchgehende Lamellen, 
technisch getrocknet,
Oberflächen geschliff en. 
Holzherkunft : Rumänien.

BOIS HAUT DE GAMME,
PANNEAU LAMELLÉ-COLLÉ 
MASSIF
Lamelles continues, séchage 
artifi ciel, surfaces poncées. 
Provenance de bois: Roumanie.

LEGNO PRIMA SCELTA, 
PANNELLO LAMELLARE 
MASSICCIO
Lamelli contuniati, asciugato 
artifi cialmente, superfi cie 
levigata. Provenienza legno: 
Romania.
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SOLID WOOD PANELS  
POINT OF SALES

SOLID WOOD PANELS  
POINT OF SALES

We integrate the following guiding principles into a commercially

successful concept:

1. Narrow range in entry-level price quality

2. Wide range of dimensions for all possible applications

PX SOLID – SOLID WOOD PANELS PX SOLID – SOLID WOOD PANELS

3. Integration of furniture panels in worktop and tabletop formats, 

 as well as thicknesses of 27 and 40 mm

4. Selection of mainly European wood species

5. Same grade large format panels for the cutting department

The POS has a particularly important

function. Your customer informs himself 

about wood types, formats and quality. 

Our colour coding system of the PX SOLID 

PROMOTION MIXED PALLET  

PRESENTATION

For your promotional activities we offer 

mixed pallets. Independent of type of 

wood and panel format, different boards 

can be combined and presented on the 

same pallet. Here as a suggestion of 

mixed spruce pallets in 800 mm, 1200 mm 

and 2000 mm length with widths of 

200 mm, 400 mm and 600 mm.

inlay series for the different types of 

wood will help your customer find his 

way around and make the right choice. 

We recommend a clear price logic at the 

POS, from entry-level price on the left, 

to medium in the centre, to exclusive 

qualities on the right side.

Large format panels
2500 × 1200 mm

1-layer Spruce B/CEntry-level product,  
unpacked 1-layer Pine  

C/C

1-layer Beech B/C 1-layer Oak B/C

Exposition
Even an inexpensive product should be presented in an appealing way. 

Coloured inlays present the product and its features. The PX SOLID 

inlay series is at your disposal.



18 800 200 800 1200 1000 300 432

18 1000 200 1000 1200 1000 300 540

18 1200 200 1200 1200 1000 300 648

18 1500 200 1500 1200 1000 300 810

18 2000 200 2000 1200 1000 300 1080

18 2500 200 2500 1200 1000 300 1350

18 800 250 800 1000 1000 200 360

18 1200 250 1200 1000 1000 200 540

18 2000 250 2000 1000 1000 200 900

18 2500 250 2500 1000 1000 200 1125

18 800 300 800 1200 1000 200 432

18 1000 300 1000 1200 1000 200 540

18 1200 300 1200 1200 1000 200 648

18 1500 300 1500 1200 1000 200 810

18 2000 300 2000 1200 1000 200 1080

18 2500 300 2500 1200 1000 200 1350

18 800 400 800 1200 1000 150 432

18 1000 400 1000 1200 1000 150 540

18 1200 400 1200 1200 1000 150 648

18 1500 400 1500 1200 1000 150 810

18 2000 400 2000 1200 1000 150 1080

18 2500 400 2500 1200 1000 150 1350

18 800 500 800 1000 1000 100 360

18 1000 500 1000 1000 1000 100 450

18 1200 500 1200 1000 1000 100 540

18 1500 500 1500 1000 1000 100 675

18 2000 500 2000 1000 1000 100 900

18 2500 500 2500 1000 1000 100 1125

18 800 600 800 1200 1000 100 432

18 1000 600 1000 1200 1000 100 540

18 1200 600 1200 1200 1000 100 648

18 1500 600 1500 1200 1000 100 810

18 2000 600 2000 1200 1000 100 1080

18 2500 600 2500 1200 1000 100 1350

28 800 200 800 1200 940 180 403

28 1200 200 1200 1200 940 180 605

28 2000 200 2000 1200 940 180 1008

28 2500 200 2500 1200 940 180 1260

28 800 250 800 1000 940 120 336

28 1200 250 1200 1000 940 120 504

28 2000 250 2000 1000 940 120 840

28 2500 250 2500 1000 940 120 1050

28 800 300 800 1200 940 120 403

28 1200 300 1200 1200 940 120 605

28 2000 300 2000 1200 940 120 1008

28 2500 300 2500 1200 940 120 1260

28 800 400 800 1200 940 90 403

28 1200 400 1200 1200 940 90 605

28 2000 400 2000 1200 940 90 1008

28 2500 400 2500 1200 940 90 1260

28 800 500 800 1000 940 60 336

28 1200 500 1200 1000 940 60 504

28 2000 500 2000 1000 940 60 840

28 2500 500 2500 1000 940 60 1050

28 800 600 800 1200 940 60 403

28 1200 600 1200 1200 940 60 605

28 2000 600 2000 1200 940 60 1008

28 2500 600 2500 1200 940 60 1260
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PANEL PALLET

THICKNESS
[MM]

LENGTH
[MM]

WIDTH
[MM]

LENGTH
[MM]

WIDTH
[MM]

HEIGHT
[MM]

PANELS
[PCS/ PAL]

WEIGHT
[KG]

ARTICLE LIST 
SOLID WOOD PANELS 1-LAYER SPRUCE/PINE

PX SOLID – SOLID WOOD PANELS PX SOLID – SOLID WOOD PANELS

PANEL PALLET

THICKNESS
[MM]

LENGTH
[MM]

WIDTH
[MM]

LENGTH
[MM]

WIDTH
[MM]

HEIGHT
[MM]

PANELS
[PCS/ PAL]

WEIGHT
[KG]

Information without guarantee, errors and technical changes reserved
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19 1250 300 1250 1200 1220 240 770

19 1250 400 1250 1200 1220 180 770

19 1250 600 1250 1200 1220 120 770

19 2500 300 2500 1200 650 120 770

19 2500 400 2500 1200 650 90 770

19 2500 600 2500 1200 650 60 770

19 2500 1250 2500 1250 650 30 770

27 1250 300 1250 1200 1220 160 770

27 1250 400 1250 1200 1220 120 770

27 1250 600 1250 1200 1220 80 770

27 2500 300 2500 1200 650 80 770

27 2500 400 2500 1200 650 60 770

27 2500 600 2500 1200 650 40 770

27 2500 1250 2500 1250 650 20 770

18 800 200 1200 600 950 135 292

18 1200 200 1200 600 950 135 437

18 2000 200 2000 600 950 135 729

18 800 300 1200 600 950 90 292

18 1200 300 1200 600 950 90 437

18 2000 300 2000 600 950 90 729

18 800 400 1200 800 950 90 389

18 1200 400 1200 800 950 90 583

18 2000 400 2000 800 950 90 972

18 800 600 1200 600 950 45 292

18 1200 600 1200 600 950 45 437

18 2000 600 2000 600 950 45 729

18 2500 1220 2500 1220 750 36 1482

27 1200 600 1200 600 950 30 437

27 2000 600 2000 600 950 30 729

27 2400 600 2400 600 950 30 875

27 2000 800 2000 800 950 30 972

27 2400 800 2400 800 950 30 1166

27 2500 1220 2500 1220 750 24 1482
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PANEL PALLET

THICKNESS
[MM]

LENGTH
[MM]

WIDTH
[MM]

LENGHT
[MM]

WIDTH
[MM]

HEIGHT
[MM]

PANELS
[PCS/ PAL]

WEIGHT
[KG]

PRODUCT LIST
SOLID WOOD PANELS 3-LAYER SPRUCE/DOUGLAS FIR

PX SOLID – SOLID WOOD PANELS PX SOLID – SOLID WOOD PANELS

PANEL PALLET

THICKNESS
[MM]

LENGTH
[MM]

WIDTH
[MM]

LENGHT
[MM]

WIDTH
[MM]

HEIGHT
[MM]

PANELS
[PCS/ PAL]

WEIGHT
[KG]

Information without guarantee, errors and technical changes reserved
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PRODUCT LIST 
SOLID WOOD PANELS 1-LAYER HARDWOOD

Example: Layout module spruce 1-layer and 3-layer Example: Layout module beech Example: Layout module oak
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